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(5) A summary of the results of the 
performance test described in 
§ 65.145(b)(1)(ii), (1)(iii), (3)(ii), and/or 
(3)(iii), as applicable. If a performance 
test is conducted as provided in 
§ 65.145(b)(1)(ii) and/or (b)(3)(ii), submit 
the results of the performance test, in-
cluding the information specified in 
§ 65.164(a)(1) and (2). 

(6) Identification of the storage ves-
sel or low-throughput transfer rack 
and control device and/or halogen re-
duction device for which the perform-
ance test will be submitted, and identi-
fication of the emission point(s), if any, 
that share the control device and/or 
halogen reduction device with the stor-
age vessel or low-throughput transfer 
rack and for which the performance 
test will be conducted. 

(c) The owner or operator shall sub-
mit as part of the Initial Compliance 
Status Report the operating range for 
each monitoring parameter identified 
for each control, recovery, or halogen 
reduction device as determined in 
§§ 65.148(c)(2), 65.149(c)(2), 65.150(c)(2), 
65.151(c)(2), 65.152(c)(2), 65.153(c)(5), 
65.154(c)(3), and 65.155(c)(2). The speci-
fied operating range shall represent the 
conditions for which the control, recov-
ery, or halogen reduction device is 
being properly operated and main-
tained. This report shall include the in-
formation in paragraphs (c)(1) through 
(3) of this section, as applicable, unless 
the range and the operating day defini-
tion have been established in the oper-
ating permit: 

(1) The specific range of the mon-
itored parameter(s) for each emission 
point. 

(2) The rationale for the specific 
range for each parameter for each 
emission point, including any data and 
calculations used to develop the range 
and a description of why the range in-
dicates proper operation of the control, 
recovery, or halogen reduction device, 
as specified in the following, as appli-
cable: 

(i) If a performance test or TRE index 
value determination is required by this 
subpart or another subpart of this part 
for a control, recovery or halogen re-
moval device, the range shall be based 
on the parameter values measured dur-
ing the TRE index value determination 
or performance test and may be supple-

mented by engineering assessments 
and/or manufacturer’s recommenda-
tions. The TRE index value determina-
tions and performance testing is not 
required to be conducted over the en-
tire range of permitted parameter val-
ues. 

(ii) If a performance test or TRE 
index value determination is not re-
quired by this subpart or other sub-
parts of this part for a control, recov-
ery, or halogen reduction device, the 
range may be based solely on engineer-
ing assessments and/or manufacturer’s 
recommendations. 

(iii) The range may be based on 
ranges or limits previously established 
under a referencing subpart. 

(3) A definition of the source’s oper-
ating day for purposes of determining 
daily average values of monitored pa-
rameters. The definition shall specify 
the times at which an operating day 
begins and ends. 

(d) Halogen reduction device. The 
owner or operator shall submit as part 
of the Initial Compliance Status Re-
port the information recorded pursuant 
to § 65.160(d). 

(e) Alternative recordkeeping. The 
owner or operator shall notify the Ad-
ministrator in the Initial Compliance 
Status Report if the alternative record-
keeping provisions of § 65.161(e)(1) are 
being implemented. If the Initial Com-
pliance Status Report has been sub-
mitted, the notification must be in the 
periodic report submitted immediately 
preceding implementation of the alter-
native, as provided in § 65.166(f)(4). 

(f) Exemptions from performance tests 
and design evaluation. The owner or op-
erator shall identify in the Initial 
Compliance Status Report whether an 
exemption from performance testing or 
conducting a design evaluation, as pro-
vided in § 65.145(b)(2), § 65.148(b)(2), or 
§ 65.149(b)(2), is being invoked, and 
which of the provisions of § 65.145(b)(2), 
§ 65.148(b)(2), or § 65.149(b)(2) apply. 

§ 65.166 Periodic reports. 

(a) Periodic reports shall include the 
reporting period dates, the total source 
operating time for the reporting pe-
riod, and, as applicable, all information 
specified in this section and in other 
subparts of this part, including reports 
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of periods when monitored parameters 
are outside their established ranges. 

(b) For closed vent systems subject 
to the requirements of § 65.143, the 
owner or operator shall submit as part 
of the periodic report the following in-
formation, as applicable: 

(1) The information recorded in 
§ 65.163(a)(3)(ii) through (v); 

(2) Reports of the times of all periods 
recorded under § 65.163(a)(1)(i) when the 
vent stream is diverted from the con-
trol device through a bypass line; and 

(3) Reports of all times recorded 
under § 65.163(a)(1)(ii) when mainte-
nance is performed on car-sealed 
valves, when the seal is broken, when 
the bypass line valve position is 
changed, or the key for a lock-and-key 
type configuration has been checked 
out. 

(c) For flares subject to this subpart, 
report all periods when all pilot flames 
were absent or the flare flame was ab-
sent as recorded in § 65.159(d)(1). 

(d) For storage vessels, the owner or 
operator shall include in each periodic 
report required the following informa-
tion: 

(1) For the 6-month period covered by 
the periodic report, the information re-
corded in § 65.163(b)(2)(i) through (iii). 

(2) For the time period covered by 
the periodic report and the previous 
periodic report, the total number of 
hours that the control system did not 
meet the requirements of § 65.143(a), 
§ 65.145(a), or § 65.147(a) due to planned 
routine maintenance. 

(3) A description of the planned rou-
tine maintenance that is anticipated to 
be performed for the control system 
during the next 6-month periodic re-
porting period when the control system 
is not expected to meet the required 
control efficiency. This description 
shall include the type of maintenance 
necessary, planned frequency of main-
tenance, and expected lengths of main-
tenance periods. 

(e) If a nonflare control device, in-
cluding a halogen reduction device for 
a low-throughput transfer rack, is used 
to control emissions from storage ves-
sels or low-throughput transfer racks, 
the periodic report shall identify and 
state the cause for each occurrence 
when the monitored parameters were 
outside of the parameter ranges docu-

mented in the Initial Compliance Sta-
tus Report in accordance with 
§ 65.165(b). 

(f) For process vents and high- 
throughput transfer racks, periodic re-
ports shall include the following infor-
mation: 

(1) Periodic reports shall include the 
daily average values of monitored pa-
rameters, calculated as specified in 
§ 65.161(c)(1) for any days when the 
daily average value is outside the 
bounds as specified in § 65.162(b)(3) or 
(c)(3), or the data availability require-
ments defined in § 65.156(d)(1) are not 
met, whether these excursions are ex-
cused or unexcused excursions. For ex-
cursions caused by lack of monitoring 
data, the duration of periods when 
monitoring data were not collected 
shall be specified. 

(2) Report all carbon-bed regenera-
tion cycles during which the param-
eters recorded under § 65.162(c)(2) were 
outside the ranges established in the 
Initial Compliance Status Report or in 
the operating permit. 

(3) The provisions of paragraphs (f)(1) 
and (2) of this section do not apply to 
any low-throughput transfer rack for 
which the owner or operator has elect-
ed to comply with § 65.145, or to any 
storage vessel for which the owner or 
operator is not required by the applica-
ble monitoring plan established under 
§ 65.165(c)(1) and (2) to keep continuous 
records. If continuous records are re-
quired, the owner or operator shall 
specify in the monitoring plan whether 
the provisions of paragraphs (f)(1) and 
(2) of this section apply. 

(4) If the owner or operator has cho-
sen to use the alternative record-
keeping provisions of § 65.161(e)(1) and 
has not notified the Administrator in 
the Initial Compliance Status Report 
that the alternative recordkeeping pro-
visions are being implemented as pro-
vided in § 65.165(e), the owner or oper-
ator shall notify the Administrator in 
the periodic report submitted imme-
diately before implementation of the 
alternative. 

§ 65.167 Other reports. 
(a) Replacing an existing control or re-

covery device. As specified in 
§ 65.147(b)(2), § 65.148(b)(3), § 65.149(b)(3), 
§ 65.150(b)(2), § 65.151(b)(2), § 65.152(b)(2), 
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